Technicky Llist vyrobku os RAM

PL-CORE-G7 3000-S65 L15 H1

PrevaLED Core G7 Food | Bodové, podhledové a nasténné osvétlovaci moduly

Vlastnosti produktu

- Kompletni portfolio s rdznymi svételnymi toky, teplotami
chromati¢nosti, podanim barev

Vyhody produktu

- Snadné ochlazovani diky optimalizované ucinnosti a vysoké maximalni teploté provozu

- Vysoka flexibilita ovladace umoZiuje tvorbu Uspornych a inteligentnich systémd
- Zaruka 5 let

Druh pouziti

- Bodové osvétleni v supermarketech a maloobchodnich prodejnach

- Stropni a nasténné osvétleni v kancelafich, chodbach, zasedacich mistnostech, na pracovistich
- Dekorativni a funkéni osvétleni v pohostinstvi, hotelech, restauracich

- Funkéni osvétleni ve vefejnych a kancelafskych budovach
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Technicky list vyrobku

Technicke udaje

Parametry

Jmenovité napéti

348V

Proudové zatizeni

stejnosmérny proud (DC)

Jmenovity proud

0,55 A

On-mode power [AGGR]

18.70 W

Energy consumption in on-mode [AGGR]

18.7 kWh/1000h

Fotometrické udaje

Svételna ucinnost

158 lm/W

Index podani barev Ra

80

Barva svétla (oznaceni)

Daylight White

Correlated color temperature CCT [AGGR] 6500 K
Peak luminous intensity [AGGR] 990
Colour consistency (McAdam ellipses) [AGGR] 3
Useful luminous flux (Puse) [AGGR] 2268 Im 1
D 1200
Svételné-technické udaje
Doba startu 0,0s
Doba zahfivani (60 %) 0,00 s
Vyzarovaci Ghel 114,60 °
Rozméry & vaha
( )
A il
3 -
Vaha vyrobku 6,00 g
Height EPREL [AGGR] 3.0 mm
Length EPREL [AGGR] 44.0 mm
Width EPREL [AGGR] 44.0 mm

bfezna 28, 2024, 16:03:42

PL-CORE-G7 3000-S65 L15 H1

© 2024, Inventronics GmbH. V3echna prava vyhrazena. Spole€nost
Inventronics je drzitelem licence na znacku OSRAM. OSRAM je
ochranna znamka spoleénosti ams OSRAM.

Strana 2 z 4



Technicky list vyrobku

Primér 44,0 mm
Teploty a provozni podminky

Provozni tepl. podle IEC 62717 65 °C

Maximalni teplota ve zkuSebnim bodé tc 100 °C

Rozsah okolni teploty -20...+50 °C

Skladujte pri teplotach od... do -20...60 °C
Zivotnost

Pocet spinacich cykll 100000

Lumen maintenance factor LMF [AGGR] 96

L70B50 lifetime [AGGR] 60000 h

Dalsi udaje o produktu

Produktova poznamka

Modules perfectly matched to OSRAM OPTOTRONIC
LED drivers (see relevant table)/Aktudlni fotometrické
Udaje a dllezité informace k bezpe¢nosti, instalaci a
zplsobu pouziti najdete na www.osram.com/led-
systems./Veskeré technické parametry ve vztahuji na
cely modul Z dlivodu sloZitych postupl pfi vyrobé
svételnych diod pfedstavuji uvedené typické hodnoty
technickych parametrd LED pouze statistické hodnoty,
které nemusi nezbytné odpovidat skute€nym
technickym parametrdm konkrétniho vyrobku, jez se
mohou od pFislusnych typickych hodnot
liSit./Tolerance for optical and electrical data: +/-
10%/0SRAM is not liable for errors in luminaires
design and assembly

Lighting technology used [AGGR] LED
Certifikaty & standardy

Standardy CE/ENEC

Druh ochrany 1P20

Energy efficiency class [AGGR] E
Logisticka data

Zkratka produktu 85414100000

Environmental information

Information according Art. 33 of EU Regulation (EC) 1907/2006 (REACh)

Date of Declaration

30-03-2023

Primary Article Identifier

4052899576667

Candidate List Substance 1

No declarable substances contained
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Declaration No. in SCIP database No declarable substances contained
Stazeni dat
Soubor
- Addon Technical Information

o= PrevaLED Core G7 Overview
E Certificates
P

ENEC Certificate PL CORE G7

Ecodesign regulation information:

Separate control gear and light sources must be disposed of at certified disposal companies in accordance with Directive
2012/19/EU (WEEE) in the EU and with Waste Electrical and Electronic Equipment (WEEE) Regulations 2013 in the UK. For this
purpose, collection points for recycling centres and take-back systems (CRSO) are available from retailers or private disposal
companies, which accept separate control gear and light sources free of charge. In this way, raw materials are conserved and
materials are recycled.

Logistické udaje

Kéd vyrobku Popis vyrobku Jednotka baleni Rozméry (délka x Sitka x Objem Hruba
(kusy/jednotku) vyska) hmotnost
4052899576667  PL-CORE-G7 3000-S65 Shipping carton box 375 mm x 263 mm x 38 mm 3.75dm? 807.00 g
L15 H1 40

Zminény produktovy kdéd udava nejmensi jednotku mnozstvi, kterou lze objednat. Jednotka baleni mize obsahovat jeden nebo
vice samostatnych produktU. PFi objednavani zadavejte jednotky baleni nebo nasobky jednotek baleni.

Reference / odkazy

Zaruka viz https;//
»  www.inventronics-light.com/multilevel-guarantees

Vylouceni odpovédnosti

Subject to change without notice. Errors and omission excepted. Always make sure to use the most recent release.
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